
Types
	 • Top frame 4055P
	 Standard
	   black colour
	 Optional
	   various colours

Features
• Protection of surface box in green zones and pedestrian areas
• Top frame improves visibility of surface box
• Weight reduction compared to concrete top frame
• Top frame improves access to surface box in green zones as grass will not overgrow the surface box
• Ribs in housing ensure optimal fixation

AVK top frame for underground hydrants.
Recommended to use in green zones and pedestrian areas.

© AVK GROUP A/S 2017 	            AVK Plastics B.V. - Gaaikemastraat 62, 8561 AN Balk - the Netherlands - Tel.: +31 (0)514 604 604 - plastics@avk-pl.nl - www.avkplastics.com - version AD

AVK TOP FRAME	 80/46
4055P	 058



The designs, materials and specifications shown are subject to change without notice due to the continuous development of our product programme.

	 AVK ref. nos. 

	 80-46-00058

	

Component list

Top frame	 HDPE

Reference nos. and nominal dimensions

	 D1	 D2	 D3	 D4	 D5	 D6 	 H	 Total weight
	 mm	 mm	 mm	 mm	 mm	 mm	 mm	 in kg

	600	 710	 470	 580	 380	 275	 198	 9.6

Copyright © 2007 The AVK Group
This drawing is issued by AVK. The drawing is 
confidential material. It must not be reproduced in any 
form - including manufacture of the product shown 
therein - without the written consent of AVK.
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REV. DESCRIPTION DATE  BY
AC Updated drawing 15-10-2015 JvdG
AB Updated weight 26-11-2014 JvdG
AA Updated lifecycle status 25-11-2014 JvdG

Dimension Size (mm)

D1 600
D2 710
D3 470
D4 580
D5 380
D6 275
H 198
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HDPE

10786.51 Gr.

804600058
Article No.:

0-3 ± 0,1
3-30 ± 0,3
30-300 ± 0,5
300-2000 ± 1
angle ± 1º

tolerances      ISO-406
roughness       ISO-1302
geometry tol  ISO-1101
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